
Model DWT6 (4) 5000 L
DW FRP CUL Tank = 5,050 Liters

DEPTH 
(cm)

VOLUME 
(liters)

DEPTH 
(cm)

VOLUME 
(liters)

DEPTH 
(cm)

VOLUME 
(liters)

0.5 9 19.5 535 38.5 1,389

1 14 20 554 39 1,414

1.5 20 20.5 574 39.5 1,439

2 28 21 594 40 1,464

2.5 35 21.5 614 40.5 1,489

3 44 22 634 41 1,515

3.5 52 22.5 654 41.5 1,540

4 62 23 675 42 1565

4.5 72 23.5 696 42.5 1,591

5 82 24 717 43 1,617

5.5 93 24.5 738 43.5 1,642

6 105 25 760 44 1,668

6.5 116 25.5 781 44.5 1,694

7 128 26 803 45 1,720

7.5 141 26.5 825 45.5 1,745

8 154 27 847 46 1771

8.5 167 27.5 869 46.5 1,797

9 181 28 891 47 1,823

9.5 195 28.5 914 47.5 1,850

10 209 29 936 48 1,876

10.5 224 29.5 959 48.5 1,902

11 239 30 982 49 1,928

11.5 254 30.5 1,005 49.5 1,955

12 270 31 1,028 50 1981

12.5 285 31.5 1,051 50.5 2,007

13 302 32 1,075 51 2,034

13.5 318 32.5 1,098 51.5 2,060

14 335 33 1,122 52 2,087

14.5 352 33.5 1,146 52.5 2,113

15 369 34 1,169 53 2,140

15.5 386 34.5 1,193 53.5 2,167

16 404 35 1,218 54 2,193

16.5 422 35.5 1,242 54.5 2,220

17 440 36 1,266 55 2,247

17.5 459 36.5 1,291 55.5 2,273

18 477 37 1,315 56 2,300

18.5 496 37.5 1,340 56.5 2,327

19 515 38 1,364 57 2,354
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Model DWT6 (4) 5000 L
DW FRP CUL Tank = 5,050 Liters

DEPTH 
(cm)

VOLUME 
(liters)

DEPTH 
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VOLUME 
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DEPTH 
(cm)

VOLUME 
(liters)

57.5 2380 76.5 3387 96 4,295

58 2407 77 3413 96 4,316

58.5 2434 77.5 3439 97 4,337

59 2461 78 3464 97 4,358

59.5 2488 78.5 3490 98 4,379

60 2514 79 3515 98 4,400

60.5 2541 79.5 3540 99 4,420

61 2568 80 3566 99 4,441

61.5 2595 80.5 3591 100 4,461

62 2622 81 3616 100 4,480

62.5 2648 81.5 3641 101 4,500

63 2675 82 3666 101 4,520

63.5 2702 82.5 3691 102 4,539

64 2729 83 3715 102 4,558

64.5 2755 83.5 3740 103 4,577

65 2782 84 3764 103 4,595

65.5 2809 84.5 3789 104 4,614

66 2835 85 3813 104 4,632

66.5 2862 85.5 3837 105 4,650

67 2889 86 3861 105 4,667

67.5 2915 86.5 3885 106 4,685

68 2942 87 3909 106 4,702

68.5 2969 87.5 3933 107 4,719

69 2995 88 3957 107 4,736

69.5 3022 88.5 3980 108 4,752

70 3048 89 4004 108 4,768

70.5 3074 89.5 4027 109 4,784

71 3101 90 4050 109 4,799

71.5 3127 90.5 4073 110 4,815

72 3153 91 4096 110 4,829

72.5 3180 91.5 4119 111 4,844

73 3206 92 4141 111 4,858

73.5 3232 92.5 4164 112 4,872

74 3258 93 4186 112 4,886

74.5 3284 93.5 4208 113 4,899

75 3310 94 4230 113 4,912

75.5 3336 94.5 4252 114 4,924

76 3362 95 4273 114 4,937
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Model DWT6 (4) 5000 L
DW FRP CUL Tank = 5,050 Liters

DEPTH 
(cm)

VOLUME 
(liters)

114.5 4948

115 4960

115.5 4970

116 4981

116.5 4991

117 5000

117.5 5009

118 5017

118.5 5025

119 5031

119.5 5038

120 5043

120.5 5047

121 5050

HOW TO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine
current inventory level. Using the proper methods when gauging your
tank's contents will insure the most accurate reading and insure that you
do not damage your tank. The following procedure should be followed
whenever you use a gauge stick to determine the amount of product that
is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are
not recommended. This will insure that frequent tank gaugings or an
accidental dropping of the gauge stick into the tank will not damage the
tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result
in gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from
the gauge stick.

Water Paste Detection
To detect water in the tank bottom, water detection paste is available
from petroleum equipment distributors. However, some water detection
paste cannot detect antifreeze mixtures. If antifreeze mixtures are used
for the cavity monitoring fluid, the following product is capable of
detecting water or antifreeze (brine or up to 50 percent glycol) solution in
the tank water bottoms:
WATER FINDER #7686-1870
DAYCO/NATIONAL
DAYTON, OH
TEL: 1-800-283-2926
FAX: 1-800-688-4854

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and
truck to prevent the tank from being overfilled. Overfilling the tank
under pressure will damage the tank even if the tank vent is
unrestricted.

Containment Solutions, Inc.
333 North Rivershire Dr., Suite 190
Conroe, TX 77304
Tel: 936-756-7731
Fax: 936-756-7766

Note: Calibration chart is based on the fluid level above a 5/16"
deflector plate.
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