
 6'�2000 Double�Wall Compartment Tank Extension

2124 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

  1/8 2 6  1/8 94 12  1/8 245 18  1/8 430 24  1/8 635

  1/4 2 6  1/4 96 12  1/4 249 18  1/4 434 24  1/4 640

  3/8 3 6  3/8 99 12  3/8 252 18  3/8 438 24  3/8 644

  1/2 4 6  1/2 102 12  1/2 256 18  1/2 442 24  1/2 649

  5/8 5 6  5/8 105 12  5/8 259 18  5/8 446 24  5/8 653

  3/4 6 6  3/4 107 12  3/4 263 18  3/4 450 24  3/4 658

  7/8 8 6  7/8 110 12  7/8 267 18  7/8 454 24  7/8 662

1 9 7 113 13 270 19 458 25 667

1  1/8 10 7  1/8 116 13  1/8 274 19  1/8 463 25  1/8 671

1  1/4 11 7  1/4 119 13  1/4 278 19  1/4 467 25  1/4 676

1  3/8 13 7  3/8 122 13  3/8 281 19  3/8 471 25  3/8 680

1  1/2 14 7  1/2 125 13  1/2 285 19  1/2 475 25  1/2 685

1  5/8 16 7  5/8 128 13  5/8 289 19  5/8 479 25  5/8 689

1  3/4 17 7  3/4 131 13  3/4 292 19  3/4 484 25  3/4 694

1  7/8 19 7  7/8 133 13  7/8 296 19  7/8 488 25  7/8 698

2 21 8 136 14 300 20 492 26 703

2  1/8 22 8  1/8 139 14  1/8 304 20  1/8 496 26  1/8 707

2  1/4 24 8  1/4 143 14  1/4 307 20  1/4 501 26  1/4 712

2  3/8 26 8  3/8 146 14  3/8 311 20  3/8 505 26  3/8 716

2  1/2 28 8  1/2 149 14  1/2 315 20  1/2 509 26  1/2 721

2  5/8 29 8  5/8 152 14  5/8 319 20  5/8 513 26  5/8 725

2  3/4 31 8  3/4 155 14  3/4 323 20  3/4 518 26  3/4 730

2  7/8 33 8  7/8 158 14  7/8 326 20  7/8 522 26  7/8 734

3 35 9 161 15 330 21 526 27 739

3  1/8 37 9  1/8 164 15  1/8 334 21  1/8 530 27  1/8 744

3  1/4 39 9  1/4 167 15  1/4 338 21  1/4 535 27  1/4 748

3  3/8 41 9  3/8 171 15  3/8 342 21  3/8 539 27  3/8 753

3  1/2 43 9  1/2 174 15  1/2 346 21  1/2 543 27  1/2 757

3  5/8 45 9  5/8 177 15  5/8 350 21  5/8 548 27  5/8 762

3  3/4 48 9  3/4 180 15  3/4 353 21  3/4 552 27  3/4 766

3  7/8 50 9  7/8 184 15  7/8 357 21  7/8 556 27  7/8 771

4 52 10 187 16 361 22 561 28 776

4  1/8 54 10  1/8 190 16  1/8 365 22  1/8 565 28  1/8 780

4  1/4 56 10  1/4 193 16  1/4 369 22  1/4 569 28  1/4 785

4  3/8 59 10  3/8 197 16  3/8 373 22  3/8 574 28  3/8 789

4  1/2 61 10  1/2 200 16  1/2 377 22  1/2 578 28  1/2 794

4  5/8 63 10  5/8 204 16  5/8 381 22  5/8 582 28  5/8 799

4  3/4 66 10  3/4 207 16  3/4 385 22  3/4 587 28  3/4 803

4  7/8 68 10  7/8 210 16  7/8 389 22  7/8 591 28  7/8 808

5 71 11 214 17 393 23 596 29 812

5  1/8 73 11  1/8 217 17  1/8 397 23  1/8 600 29  1/8 817

5  1/4 76 11  1/4 221 17  1/4 401 23  1/4 604 29  1/4 822

5  3/8 78 11  3/8 224 17  3/8 405 23  3/8 609 29  3/8 826

5  1/2 81 11  1/2 227 17  1/2 409 23  1/2 613 29  1/2 831

5  5/8 83 11  5/8 231 17  5/8 413 23  5/8 618 29  5/8 835

5  3/4 86 11  3/4 234 17  3/4 417 23  3/4 622 29  3/4 840

5  7/8 88 11  7/8 238 17  7/8 421 23  7/8 626 29  7/8 845

6 91 12 242 18 425 24 631 30 849
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 6'�2000 Double�Wall Compartment Tank Extension

2124 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

30  1/8 854 36  1/8 1079 42  1/8 1303 48  1/8 1520 54  1/8 1723

30  1/4 859 36  1/4 1083 42  1/4 1307 48  1/4 1524 54  1/4 1727

30  3/8 863 36  3/8 1088 42  3/8 1312 48  3/8 1529 54  3/8 1731

30  1/2 868 36  1/2 1093 42  1/2 1316 48  1/2 1533 54  1/2 1735

30  5/8 873 36  5/8 1097 42  5/8 1321 48  5/8 1537 54  5/8 1739

30  3/4 877 36  3/4 1102 42  3/4 1326 48  3/4 1542 54  3/4 1743

30  7/8 882 36  7/8 1107 42  7/8 1330 48  7/8 1546 54  7/8 1747

31 887 37 1111 43 1335 49 1551 55 1751

31  1/8 891 37  1/8 1116 43  1/8 1340 49  1/8 1555 55  1/8 1755

31  1/4 896 37  1/4 1121 43  1/4 1344 49  1/4 1559 55  1/4 1759

31  3/8 901 37  3/8 1125 43  3/8 1349 49  3/8 1564 55  3/8 1763

31  1/2 905 37  1/2 1130 43  1/2 1353 49  1/2 1568 55  1/2 1767

31  5/8 910 37  5/8 1135 43  5/8 1358 49  5/8 1572 55  5/8 1771

31  3/4 915 37  3/4 1140 43  3/4 1362 49  3/4 1577 55  3/4 1775

31  7/8 919 37  7/8 1144 43  7/8 1367 49  7/8 1581 55  7/8 1779

32 924 38 1149 44 1372 50 1585 56 1782

32  1/8 929 38  1/8 1154 44  1/8 1376 50  1/8 1590 56  1/8 1786

32  1/4 933 38  1/4 1158 44  1/4 1381 50  1/4 1594 56  1/4 1790

32  3/8 938 38  3/8 1163 44  3/8 1385 50  3/8 1598 56  3/8 1794

32  1/2 943 38  1/2 1168 44  1/2 1390 50  1/2 1602 56  1/2 1798

32  5/8 947 38  5/8 1172 44  5/8 1394 50  5/8 1607 56  5/8 1802

32  3/4 952 38  3/4 1177 44  3/4 1399 50  3/4 1611 56  3/4 1806

32  7/8 957 38  7/8 1182 44  7/8 1403 50  7/8 1615 56  7/8 1809

33 961 39 1186 45 1408 51 1619 57 1813

33  1/8 966 39  1/8 1191 45  1/8 1413 51  1/8 1624 57  1/8 1817

33  1/4 971 39  1/4 1196 45  1/4 1417 51  1/4 1628 57  1/4 1821

33  3/8 975 39  3/8 1200 45  3/8 1422 51  3/8 1632 57  3/8 1824

33  1/2 980 39  1/2 1205 45  1/2 1426 51  1/2 1636 57  1/2 1828

33  5/8 985 39  5/8 1210 45  5/8 1431 51  5/8 1641 57  5/8 1832

33  3/4 989 39  3/4 1214 45  3/4 1435 51  3/4 1645 57  3/4 1836

33  7/8 994 39  7/8 1219 45  7/8 1440 51  7/8 1649 57  7/8 1839

34 999 40 1224 46 1444 52 1653 58 1843

34  1/8 1003 40  1/8 1228 46  1/8 1449 52  1/8 1657 58  1/8 1847

34  1/4 1008 40  1/4 1233 46  1/4 1453 52  1/4 1662 58  1/4 1850

34  3/8 1013 40  3/8 1238 46  3/8 1458 52  3/8 1666 58  3/8 1854

34  1/2 1018 40  1/2 1242 46  1/2 1462 52  1/2 1670 58  1/2 1858

34  5/8 1022 40  5/8 1247 46  5/8 1467 52  5/8 1674 58  5/8 1861

34  3/4 1027 40  3/4 1252 46  3/4 1471 52  3/4 1678 58  3/4 1865

34  7/8 1032 40  7/8 1256 46  7/8 1476 52  7/8 1682 58  7/8 1868

35 1036 41 1261 47 1480 53 1686 59 1872

35  1/8 1041 41  1/8 1266 47  1/8 1484 53  1/8 1691 59  1/8 1876

35  1/4 1046 41  1/4 1270 47  1/4 1489 53  1/4 1695 59  1/4 1879

35  3/8 1050 41  3/8 1275 47  3/8 1493 53  3/8 1699 59  3/8 1883

35  1/2 1055 41  1/2 1280 47  1/2 1498 53  1/2 1703 59  1/2 1886

35  5/8 1060 41  5/8 1284 47  5/8 1502 53  5/8 1707 59  5/8 1890

35  3/4 1064 41  3/4 1289 47  3/4 1507 53  3/4 1711 59  3/4 1893

35  7/8 1069 41  7/8 1293 47  7/8 1511 53  7/8 1715 59  7/8 1897

36 1074 42 1298 48 1515 54 1719 60 1900
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2124 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

60  1/8 1904 66  1/8 2049

60  1/4 1907 66  1/4 2051

60  3/8 1911 66  3/8 2054

60  1/2 1914 66  1/2 2056

60  5/8 1917 66  5/8 2058

60  3/4 1921 66  3/4 2061

60  7/8 1924 66  7/8 2063

61 1927 67 2066

61  1/8 1931 67  1/8 2068

61  1/4 1934 67  1/4 2070

61  3/8 1937 67  3/8 2072

61  1/2 1941 67  1/2 2075

61  5/8 1944 67  5/8 2077

61  3/4 1947 67  3/4 2079

61  7/8 1950 67  7/8 2081

62 1954 68 2083

62  1/8 1957 68  1/8 2085

62  1/4 1960 68  1/4 2087

62  3/8 1963 68  3/8 2089

62  1/2 1966 68  1/2 2091

62  5/8 1969 68  5/8 2093

62  3/4 1973 68  3/4 2095

62  7/8 1976 68  7/8 2097

63 1979 69 2099

63  1/8 1982 69  1/8 2100

63  1/4 1985 69  1/4 2102

63  3/8 1988 69  3/8 2104

63  1/2 1991 69  1/2 2105

63  5/8 1994 69  5/8 2107

63  3/4 1997 69  3/4 2108

63  7/8 2000 69  7/8 2110

64 2003 70 2111

64  1/8 2005 70  1/8 2113

64  1/4 2008 70  1/4 2114

64  3/8 2011 70  3/8 2115

64  1/2 2014 70  1/2 2117

64  5/8 2017 70  5/8 2118

64  3/4 2020 70  3/4 2119

64  7/8 2022 70  7/8 2120

65 2025 71 2121

65  1/8 2028 71  1/8 2122

65  1/4 2030 71  1/4 2123

65  3/8 2033 71  3/8 2123

65  1/2 2036 71  1/2 2124

65  5/8 2038 71  5/8 2124

65  3/4 2041

65  7/8 2044

66 2046

HOW TO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine
current inventory level. Using the proper methods when gauging your tank's
contents will insure the most accurate reading and insure that you do not
damage your tank. The following procedure should be followed whenever you
use a gauge stick to determine the amount of product that is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are not
recommended. This will insure that frequent tank gaugings or an accidental
dropping of the gauge stick into the tank will not damage the tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result in
gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from the
gauge stick.

Water Paste Detection:
To detect water in the tank bottom, water detection paste is available from
petroleum equipment distributors. See vendor below or suitable equal.

Gasoila Water Finding Paste
Federal Process Corp.
800684667325
www.gasoila.com

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and truck to
prevent the tank from being overfilled. Overfilling the tank under pressure
will damage the tank even if the tank vent is unrestricted.

Containment Solutions, Inc.
5150 Jefferson Chemical Road
Conroe, TX 77301
Tel: 409�756�7731
Fax: 409�756�7766
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