
 6'�2500 Double�Wall Compartment Tank Extension

2706 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

  1/8 2 6  1/8 119 12  1/8 312 18  1/8 547 24  1/8 809

  1/4 3 6  1/4 123 12  1/4 317 18  1/4 553 24  1/4 815

  3/8 4 6  3/8 126 12  3/8 321 18  3/8 558 24  3/8 821

  1/2 6 6  1/2 130 12  1/2 326 18  1/2 563 24  1/2 827

  5/8 7 6  5/8 133 12  5/8 330 18  5/8 568 24  5/8 832

  3/4 8 6  3/4 137 12  3/4 335 18  3/4 574 24  3/4 838

  7/8 10 6  7/8 141 12  7/8 340 18  7/8 579 24  7/8 844

1 11 7 144 13 344 19 584 25 849

1  1/8 13 7  1/8 148 13  1/8 349 19  1/8 589 25  1/8 855

1  1/4 15 7  1/4 151 13  1/4 354 19  1/4 595 25  1/4 861

1  3/8 16 7  3/8 155 13  3/8 358 19  3/8 600 25  3/8 866

1  1/2 18 7  1/2 159 13  1/2 363 19  1/2 605 25  1/2 872

1  5/8 20 7  5/8 163 13  5/8 368 19  5/8 611 25  5/8 878

1  3/4 22 7  3/4 166 13  3/4 372 19  3/4 616 25  3/4 884

1  7/8 24 7  7/8 170 13  7/8 377 19  7/8 622 25  7/8 889

2 26 8 174 14 382 20 627 26 895

2  1/8 28 8  1/8 178 14  1/8 387 20  1/8 632 26  1/8 901

2  1/4 31 8  1/4 182 14  1/4 392 20  1/4 638 26  1/4 907

2  3/8 33 8  3/8 185 14  3/8 396 20  3/8 643 26  3/8 913

2  1/2 35 8  1/2 189 14  1/2 401 20  1/2 649 26  1/2 918

2  5/8 37 8  5/8 193 14  5/8 406 20  5/8 654 26  5/8 924

2  3/4 40 8  3/4 197 14  3/4 411 20  3/4 659 26  3/4 930

2  7/8 42 8  7/8 201 14  7/8 416 20  7/8 665 26  7/8 936

3 45 9 205 15 421 21 670 27 941

3  1/8 47 9  1/8 209 15  1/8 426 21  1/8 676 27  1/8 947

3  1/4 50 9  1/4 213 15  1/4 431 21  1/4 681 27  1/4 953

3  3/8 52 9  3/8 217 15  3/8 435 21  3/8 687 27  3/8 959

3  1/2 55 9  1/2 221 15  1/2 440 21  1/2 692 27  1/2 965

3  5/8 58 9  5/8 226 15  5/8 445 21  5/8 698 27  5/8 971

3  3/4 61 9  3/4 230 15  3/4 450 21  3/4 703 27  3/4 976

3  7/8 63 9  7/8 234 15  7/8 455 21  7/8 709 27  7/8 982

4 66 10 238 16 460 22 714 28 988

4  1/8 69 10  1/8 242 16  1/8 465 22  1/8 720 28  1/8 994

4  1/4 72 10  1/4 246 16  1/4 470 22  1/4 725 28  1/4 1000

4  3/8 75 10  3/8 251 16  3/8 475 22  3/8 731 28  3/8 1006

4  1/2 78 10  1/2 255 16  1/2 480 22  1/2 736 28  1/2 1012

4  5/8 81 10  5/8 259 16  5/8 486 22  5/8 742 28  5/8 1017

4  3/4 84 10  3/4 264 16  3/4 491 22  3/4 748 28  3/4 1023

4  7/8 87 10  7/8 268 16  7/8 496 22  7/8 753 28  7/8 1029

5 90 11 272 17 501 23 759 29 1035

5  1/8 93 11  1/8 277 17  1/8 506 23  1/8 764 29  1/8 1041

5  1/4 96 11  1/4 281 17  1/4 511 23  1/4 770 29  1/4 1047

5  3/8 100 11  3/8 285 17  3/8 516 23  3/8 776 29  3/8 1053

5  1/2 103 11  1/2 290 17  1/2 521 23  1/2 781 29  1/2 1059

5  5/8 106 11  5/8 294 17  5/8 527 23  5/8 787 29  5/8 1064

5  3/4 109 11  3/4 299 17  3/4 532 23  3/4 793 29  3/4 1070

5  7/8 113 11  7/8 303 17  7/8 537 23  7/8 798 29  7/8 1076

6 116 12 308 18 542 24 804 30 1082
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 6'�2500 Double�Wall Compartment Tank Extension

2706 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

30  1/8 1088 36  1/8 1374 42  1/8 1660 48  1/8 1936 54  1/8 2195

30  1/4 1094 36  1/4 1380 42  1/4 1666 48  1/4 1942 54  1/4 2200

30  3/8 1100 36  3/8 1386 42  3/8 1671 48  3/8 1948 54  3/8 2206

30  1/2 1106 36  1/2 1392 42  1/2 1677 48  1/2 1953 54  1/2 2211

30  5/8 1112 36  5/8 1398 42  5/8 1683 48  5/8 1959 54  5/8 2216

30  3/4 1118 36  3/4 1404 42  3/4 1689 48  3/4 1964 54  3/4 2221

30  7/8 1124 36  7/8 1410 42  7/8 1695 48  7/8 1970 54  7/8 2226

31 1129 37 1416 43 1701 49 1976 55 2231

31  1/8 1135 37  1/8 1422 43  1/8 1707 49  1/8 1981 55  1/8 2236

31  1/4 1141 37  1/4 1428 43  1/4 1712 49  1/4 1987 55  1/4 2241

31  3/8 1147 37  3/8 1434 43  3/8 1718 49  3/8 1992 55  3/8 2246

31  1/2 1153 37  1/2 1440 43  1/2 1724 49  1/2 1998 55  1/2 2251

31  5/8 1159 37  5/8 1446 43  5/8 1730 49  5/8 2003 55  5/8 2256

31  3/4 1165 37  3/4 1452 43  3/4 1736 49  3/4 2009 55  3/4 2261

31  7/8 1171 37  7/8 1458 43  7/8 1742 49  7/8 2014 55  7/8 2266

32 1177 38 1464 44 1747 50 2020 56 2271

32  1/8 1183 38  1/8 1470 44  1/8 1753 50  1/8 2025 56  1/8 2276

32  1/4 1189 38  1/4 1476 44  1/4 1759 50  1/4 2031 56  1/4 2281

32  3/8 1195 38  3/8 1482 44  3/8 1765 50  3/8 2036 56  3/8 2286

32  1/2 1201 38  1/2 1488 44  1/2 1771 50  1/2 2042 56  1/2 2291

32  5/8 1207 38  5/8 1494 44  5/8 1777 50  5/8 2047 56  5/8 2295

32  3/4 1213 38  3/4 1500 44  3/4 1782 50  3/4 2052 56  3/4 2300

32  7/8 1219 38  7/8 1506 44  7/8 1788 50  7/8 2058 56  7/8 2305

33 1225 39 1512 45 1794 51 2063 57 2310

33  1/8 1231 39  1/8 1517 45  1/8 1800 51  1/8 2069 57  1/8 2315

33  1/4 1237 39  1/4 1523 45  1/4 1805 51  1/4 2074 57  1/4 2320

33  3/8 1243 39  3/8 1529 45  3/8 1811 51  3/8 2080 57  3/8 2324

33  1/2 1249 39  1/2 1535 45  1/2 1817 51  1/2 2085 57  1/2 2329

33  5/8 1255 39  5/8 1541 45  5/8 1823 51  5/8 2090 57  5/8 2334

33  3/4 1261 39  3/4 1547 45  3/4 1828 51  3/4 2096 57  3/4 2339

33  7/8 1266 39  7/8 1553 45  7/8 1834 51  7/8 2101 57  7/8 2343

34 1272 40 1559 46 1840 52 2106 58 2348

34  1/8 1278 40  1/8 1565 46  1/8 1846 52  1/8 2112 58  1/8 2353

34  1/4 1284 40  1/4 1571 46  1/4 1851 52  1/4 2117 58  1/4 2357

34  3/8 1290 40  3/8 1577 46  3/8 1857 52  3/8 2122 58  3/8 2362

34  1/2 1296 40  1/2 1583 46  1/2 1863 52  1/2 2128 58  1/2 2367

34  5/8 1302 40  5/8 1589 46  5/8 1869 52  5/8 2133 58  5/8 2371

34  3/4 1308 40  3/4 1595 46  3/4 1874 52  3/4 2138 58  3/4 2376

34  7/8 1314 40  7/8 1601 46  7/8 1880 52  7/8 2143 58  7/8 2381

35 1320 41 1607 47 1886 53 2149 59 2385

35  1/8 1326 41  1/8 1612 47  1/8 1891 53  1/8 2154 59  1/8 2390

35  1/4 1332 41  1/4 1618 47  1/4 1897 53  1/4 2159 59  1/4 2394

35  3/8 1338 41  3/8 1624 47  3/8 1903 53  3/8 2164 59  3/8 2399

35  1/2 1344 41  1/2 1630 47  1/2 1908 53  1/2 2170 59  1/2 2403

35  5/8 1350 41  5/8 1636 47  5/8 1914 53  5/8 2175 59  5/8 2408

35  3/4 1356 41  3/4 1642 47  3/4 1920 53  3/4 2180 59  3/4 2412

35  7/8 1362 41  7/8 1648 47  7/8 1925 53  7/8 2185 59  7/8 2417

36 1368 42 1654 48 1931 54 2190 60 2421
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2706 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

60  1/8 2425 66  1/8 2610

60  1/4 2430 66  1/4 2613

60  3/8 2434 66  3/8 2616

60  1/2 2438 66  1/2 2619

60  5/8 2443 66  5/8 2623

60  3/4 2447 66  3/4 2626

60  7/8 2451 66  7/8 2629

61 2456 67 2632

61  1/8 2460 67  1/8 2635

61  1/4 2464 67  1/4 2637

61  3/8 2468 67  3/8 2640

61  1/2 2473 67  1/2 2643

61  5/8 2477 67  5/8 2646

61  3/4 2481 67  3/4 2649

61  7/8 2485 67  7/8 2651

62 2489 68 2654

62  1/8 2493 68  1/8 2657

62  1/4 2497 68  1/4 2659

62  3/8 2501 68  3/8 2662

62  1/2 2505 68  1/2 2664

62  5/8 2509 68  5/8 2667

62  3/4 2513 68  3/4 2669

62  7/8 2517 68  7/8 2671

63 2521 69 2674

63  1/8 2525 69  1/8 2676

63  1/4 2529 69  1/4 2678

63  3/8 2533 69  3/8 2680

63  1/2 2536 69  1/2 2682

63  5/8 2540 69  5/8 2684

63  3/4 2544 69  3/4 2686

63  7/8 2548 69  7/8 2688

64 2551 70 2690

64  1/8 2555 70  1/8 2692

64  1/4 2559 70  1/4 2694

64  3/8 2562 70  3/8 2695

64  1/2 2566 70  1/2 2697

64  5/8 2569 70  5/8 2698

64  3/4 2573 70  3/4 2700

64  7/8 2577 70  7/8 2701

65 2580 71 2702

65  1/8 2583 71  1/8 2703

65  1/4 2587 71  1/4 2704

65  3/8 2590 71  3/8 2705

65  1/2 2594 71  1/2 2706

65  5/8 2597 71  5/8 2706

65  3/4 2600

65  7/8 2604

66 2607

HOW TO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine
current inventory level. Using the proper methods when gauging your tank's
contents will insure the most accurate reading and insure that you do not
damage your tank. The following procedure should be followed whenever you
use a gauge stick to determine the amount of product that is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are not
recommended. This will insure that frequent tank gaugings or an accidental
dropping of the gauge stick into the tank will not damage the tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result in
gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from the
gauge stick.

Water Paste Detection:
To detect water in the tank bottom, water detection paste is available from
petroleum equipment distributors. See vendor below or suitable equal.

Gasoila Water Finding Paste
Federal Process Corp.
800684667325
www.gasoila.com

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and truck to
prevent the tank from being overfilled. Overfilling the tank under pressure
will damage the tank even if the tank vent is unrestricted.

Containment Solutions, Inc.
5150 Jefferson Chemical Road
Conroe, TX 77301
Tel: 409�756�7731
Fax: 409�756�7766
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