
 6'�3000 Double�Wall Compartment Tank Extension

2996 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

  1/8 2 6  1/8 132 12  1/8 346 18  1/8 606 24  1/8 896

  1/4 4 6  1/4 136 12  1/4 351 18  1/4 612 24  1/4 902

  3/8 5 6  3/8 140 12  3/8 356 18  3/8 618 24  3/8 909

  1/2 6 6  1/2 144 12  1/2 361 18  1/2 623 24  1/2 915

  5/8 8 6  5/8 148 12  5/8 366 18  5/8 629 24  5/8 921

  3/4 9 6  3/4 152 12  3/4 371 18  3/4 635 24  3/4 928

  7/8 11 6  7/8 156 12  7/8 376 18  7/8 641 24  7/8 934

1 12 7 160 13 381 19 647 25 940

1  1/8 14 7  1/8 164 13  1/8 386 19  1/8 653 25  1/8 947

1  1/4 16 7  1/4 168 13  1/4 392 19  1/4 658 25  1/4 953

1  3/8 18 7  3/8 172 13  3/8 397 19  3/8 664 25  3/8 959

1  1/2 20 7  1/2 176 13  1/2 402 19  1/2 670 25  1/2 966

1  5/8 22 7  5/8 180 13  5/8 407 19  5/8 676 25  5/8 972

1  3/4 24 7  3/4 184 13  3/4 412 19  3/4 682 25  3/4 978

1  7/8 27 7  7/8 188 13  7/8 418 19  7/8 688 25  7/8 985

2 29 8 192 14 423 20 694 26 991

2  1/8 31 8  1/8 197 14  1/8 428 20  1/8 700 26  1/8 998

2  1/4 34 8  1/4 201 14  1/4 434 20  1/4 706 26  1/4 1004

2  3/8 36 8  3/8 205 14  3/8 439 20  3/8 712 26  3/8 1010

2  1/2 39 8  1/2 210 14  1/2 444 20  1/2 718 26  1/2 1017

2  5/8 41 8  5/8 214 14  5/8 450 20  5/8 724 26  5/8 1023

2  3/4 44 8  3/4 218 14  3/4 455 20  3/4 730 26  3/4 1030

2  7/8 47 8  7/8 223 14  7/8 460 20  7/8 736 26  7/8 1036

3 50 9 227 15 466 21 742 27 1042

3  1/8 52 9  1/8 232 15  1/8 471 21  1/8 748 27  1/8 1049

3  1/4 55 9  1/4 236 15  1/4 477 21  1/4 754 27  1/4 1055

3  3/8 58 9  3/8 241 15  3/8 482 21  3/8 760 27  3/8 1062

3  1/2 61 9  1/2 245 15  1/2 488 21  1/2 766 27  1/2 1068

3  5/8 64 9  5/8 250 15  5/8 493 21  5/8 772 27  5/8 1075

3  3/4 67 9  3/4 254 15  3/4 499 21  3/4 779 27  3/4 1081

3  7/8 70 9  7/8 259 15  7/8 504 21  7/8 785 27  7/8 1087

4 73 10 264 16 510 22 791 28 1094

4  1/8 76 10  1/8 268 16  1/8 515 22  1/8 797 28  1/8 1100

4  1/4 80 10  1/4 273 16  1/4 521 22  1/4 803 28  1/4 1107

4  3/8 83 10  3/8 278 16  3/8 526 22  3/8 809 28  3/8 1113

4  1/2 86 10  1/2 282 16  1/2 532 22  1/2 815 28  1/2 1120

4  5/8 89 10  5/8 287 16  5/8 538 22  5/8 822 28  5/8 1126

4  3/4 93 10  3/4 292 16  3/4 543 22  3/4 828 28  3/4 1133

4  7/8 96 10  7/8 297 16  7/8 549 22  7/8 834 28  7/8 1139

5 100 11 301 17 554 23 840 29 1146

5  1/8 103 11  1/8 306 17  1/8 560 23  1/8 846 29  1/8 1152

5  1/4 107 11  1/4 311 17  1/4 566 23  1/4 853 29  1/4 1159

5  3/8 110 11  3/8 316 17  3/8 571 23  3/8 859 29  3/8 1165

5  1/2 114 11  1/2 321 17  1/2 577 23  1/2 865 29  1/2 1172

5  5/8 117 11  5/8 326 17  5/8 583 23  5/8 871 29  5/8 1178

5  3/4 121 11  3/4 331 17  3/4 589 23  3/4 877 29  3/4 1185

5  7/8 125 11  7/8 336 17  7/8 594 23  7/8 884 29  7/8 1192

6 129 12 341 18 600 24 890 30 1198
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 6'�3000 Double�Wall Compartment Tank Extension

2996 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

30  1/8 1205 36  1/8 1521 42  1/8 1837 48  1/8 2144 54  1/8 2431

30  1/4 1211 36  1/4 1528 42  1/4 1844 48  1/4 2150 54  1/4 2436

30  3/8 1218 36  3/8 1535 42  3/8 1850 48  3/8 2156 54  3/8 2442

30  1/2 1224 36  1/2 1541 42  1/2 1857 48  1/2 2162 54  1/2 2448

30  5/8 1231 36  5/8 1548 42  5/8 1863 48  5/8 2169 54  5/8 2453

30  3/4 1237 36  3/4 1554 42  3/4 1870 48  3/4 2175 54  3/4 2459

30  7/8 1244 36  7/8 1561 42  7/8 1876 48  7/8 2181 54  7/8 2464

31 1251 37 1568 43 1883 49 2187 55 2470

31  1/8 1257 37  1/8 1574 43  1/8 1889 49  1/8 2193 55  1/8 2476

31  1/4 1264 37  1/4 1581 43  1/4 1896 49  1/4 2199 55  1/4 2481

31  3/8 1270 37  3/8 1588 43  3/8 1902 49  3/8 2206 55  3/8 2487

31  1/2 1277 37  1/2 1594 43  1/2 1909 49  1/2 2212 55  1/2 2492

31  5/8 1283 37  5/8 1601 43  5/8 1915 49  5/8 2218 55  5/8 2498

31  3/4 1290 37  3/4 1607 43  3/4 1922 49  3/4 2224 55  3/4 2503

31  7/8 1297 37  7/8 1614 43  7/8 1928 49  7/8 2230 55  7/8 2509

32 1303 38 1621 44 1935 50 2236 56 2514

32  1/8 1310 38  1/8 1627 44  1/8 1941 50  1/8 2242 56  1/8 2520

32  1/4 1316 38  1/4 1634 44  1/4 1948 50  1/4 2248 56  1/4 2525

32  3/8 1323 38  3/8 1640 44  3/8 1954 50  3/8 2254 56  3/8 2531

32  1/2 1330 38  1/2 1647 44  1/2 1960 50  1/2 2260 56  1/2 2536

32  5/8 1336 38  5/8 1654 44  5/8 1967 50  5/8 2266 56  5/8 2541

32  3/4 1343 38  3/4 1660 44  3/4 1973 50  3/4 2272 56  3/4 2547

32  7/8 1349 38  7/8 1667 44  7/8 1980 50  7/8 2278 56  7/8 2552

33 1356 39 1673 45 1986 51 2284 57 2557

33  1/8 1363 39  1/8 1680 45  1/8 1992 51  1/8 2290 57  1/8 2563

33  1/4 1369 39  1/4 1687 45  1/4 1999 51  1/4 2296 57  1/4 2568

33  3/8 1376 39  3/8 1693 45  3/8 2005 51  3/8 2302 57  3/8 2573

33  1/2 1382 39  1/2 1700 45  1/2 2012 51  1/2 2308 57  1/2 2579

33  5/8 1389 39  5/8 1706 45  5/8 2018 51  5/8 2314 57  5/8 2584

33  3/4 1396 39  3/4 1713 45  3/4 2024 51  3/4 2320 57  3/4 2589

33  7/8 1402 39  7/8 1720 45  7/8 2031 51  7/8 2326 57  7/8 2594

34 1409 40 1726 46 2037 52 2332 58 2600

34  1/8 1415 40  1/8 1733 46  1/8 2043 52  1/8 2338 58  1/8 2605

34  1/4 1422 40  1/4 1739 46  1/4 2050 52  1/4 2344 58  1/4 2610

34  3/8 1429 40  3/8 1746 46  3/8 2056 52  3/8 2350 58  3/8 2615

34  1/2 1435 40  1/2 1752 46  1/2 2062 52  1/2 2355 58  1/2 2620

34  5/8 1442 40  5/8 1759 46  5/8 2069 52  5/8 2361 58  5/8 2625

34  3/4 1449 40  3/4 1766 46  3/4 2075 52  3/4 2367 58  3/4 2631

34  7/8 1455 40  7/8 1772 46  7/8 2081 52  7/8 2373 58  7/8 2636

35 1462 41 1779 47 2088 53 2379 59 2641

35  1/8 1468 41  1/8 1785 47  1/8 2094 53  1/8 2385 59  1/8 2646

35  1/4 1475 41  1/4 1792 47  1/4 2100 53  1/4 2390 59  1/4 2651

35  3/8 1482 41  3/8 1798 47  3/8 2106 53  3/8 2396 59  3/8 2656

35  1/2 1488 41  1/2 1805 47  1/2 2113 53  1/2 2402 59  1/2 2661

35  5/8 1495 41  5/8 1811 47  5/8 2119 53  5/8 2408 59  5/8 2666

35  3/4 1501 41  3/4 1818 47  3/4 2125 53  3/4 2413 59  3/4 2671

35  7/8 1508 41  7/8 1824 47  7/8 2131 53  7/8 2419 59  7/8 2675

36 1515 42 1831 48 2138 54 2425 60 2680
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 6'�3000 Double�Wall Compartment Tank Extension

2996 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

60  1/8 2685 66  1/8 2890

60  1/4 2690 66  1/4 2893

60  3/8 2695 66  3/8 2897

60  1/2 2700 66  1/2 2900

60  5/8 2705 66  5/8 2904

60  3/4 2709 66  3/4 2907

60  7/8 2714 66  7/8 2910

61 2719 67 2914

61  1/8 2723 67  1/8 2917

61  1/4 2728 67  1/4 2920

61  3/8 2733 67  3/8 2923

61  1/2 2737 67  1/2 2926

61  5/8 2742 67  5/8 2929

61  3/4 2747 67  3/4 2932

61  7/8 2751 67  7/8 2935

62 2756 68 2938

62  1/8 2760 68  1/8 2941

62  1/4 2765 68  1/4 2944

62  3/8 2769 68  3/8 2947

62  1/2 2774 68  1/2 2950

62  5/8 2778 68  5/8 2952

62  3/4 2782 68  3/4 2955

62  7/8 2787 68  7/8 2958

63 2791 69 2960

63  1/8 2795 69  1/8 2963

63  1/4 2800 69  1/4 2965

63  3/8 2804 69  3/8 2967

63  1/2 2808 69  1/2 2970

63  5/8 2812 69  5/8 2972

63  3/4 2816 69  3/4 2974

63  7/8 2821 69  7/8 2976

64 2825 70 2978

64  1/8 2829 70  1/8 2980

64  1/4 2833 70  1/4 2982

64  3/8 2837 70  3/8 2984

64  1/2 2841 70  1/2 2986

64  5/8 2845 70  5/8 2987

64  3/4 2849 70  3/4 2989

64  7/8 2853 70  7/8 2990

65 2856 71 2992

65  1/8 2860 71  1/8 2993

65  1/4 2864 71  1/4 2994

65  3/8 2868 71  3/8 2995

65  1/2 2872 71  1/2 2996

65  5/8 2875 71  5/8 2996

65  3/4 2879

65  7/8 2883

66 2886

HOW TO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine
current inventory level. Using the proper methods when gauging your tank's
contents will insure the most accurate reading and insure that you do not
damage your tank. The following procedure should be followed whenever you
use a gauge stick to determine the amount of product that is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are not
recommended. This will insure that frequent tank gaugings or an accidental
dropping of the gauge stick into the tank will not damage the tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result in
gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from the
gauge stick.

Water Paste Detection:
To detect water in the tank bottom, water detection paste is available from
petroleum equipment distributors. See vendor below or suitable equal.

Gasoila Water Finding Paste
Federal Process Corp.
800684667325
www.gasoila.com

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and truck to
prevent the tank from being overfilled. Overfilling the tank under pressure
will damage the tank even if the tank vent is unrestricted.

Containment Solutions, Inc.
5150 Jefferson Chemical Road
Conroe, TX 77301
Tel: 409�756�7731
Fax: 409�756�7766
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