
 6'�4000 Double�Wall Compartment Tank Extension

3983 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

  1/8 3 6  1/8 176 12  1/8 460 18  1/8 806 24  1/8 1191

  1/4 5 6  1/4 181 12  1/4 466 18  1/4 813 24  1/4 1200

  3/8 6 6  3/8 186 12  3/8 473 18  3/8 821 24  3/8 1208

  1/2 8 6  1/2 191 12  1/2 480 18  1/2 829 24  1/2 1217

  5/8 10 6  5/8 196 12  5/8 486 18  5/8 836 24  5/8 1225

  3/4 12 6  3/4 202 12  3/4 493 18  3/4 844 24  3/4 1233

  7/8 14 6  7/8 207 12  7/8 500 18  7/8 852 24  7/8 1242

1 17 7 212 13 507 19 860 25 1250

1  1/8 19 7  1/8 217 13  1/8 514 19  1/8 868 25  1/8 1258

1  1/4 21 7  1/4 223 13  1/4 520 19  1/4 875 25  1/4 1267

1  3/8 24 7  3/8 228 13  3/8 527 19  3/8 883 25  3/8 1275

1  1/2 27 7  1/2 234 13  1/2 534 19  1/2 891 25  1/2 1284

1  5/8 30 7  5/8 239 13  5/8 541 19  5/8 899 25  5/8 1292

1  3/4 33 7  3/4 245 13  3/4 548 19  3/4 907 25  3/4 1301

1  7/8 35 7  7/8 250 13  7/8 555 19  7/8 915 25  7/8 1309

2 39 8 256 14 562 20 923 26 1318

2  1/8 42 8  1/8 262 14  1/8 569 20  1/8 931 26  1/8 1326

2  1/4 45 8  1/4 267 14  1/4 576 20  1/4 939 26  1/4 1335

2  3/8 48 8  3/8 273 14  3/8 583 20  3/8 947 26  3/8 1343

2  1/2 52 8  1/2 279 14  1/2 591 20  1/2 955 26  1/2 1352

2  5/8 55 8  5/8 284 14  5/8 598 20  5/8 962 26  5/8 1360

2  3/4 59 8  3/4 290 14  3/4 605 20  3/4 970 26  3/4 1369

2  7/8 62 8  7/8 296 14  7/8 612 20  7/8 979 26  7/8 1377

3 66 9 302 15 619 21 987 27 1386

3  1/8 70 9  1/8 308 15  1/8 626 21  1/8 995 27  1/8 1394

3  1/4 73 9  1/4 314 15  1/4 634 21  1/4 1003 27  1/4 1403

3  3/8 77 9  3/8 320 15  3/8 641 21  3/8 1011 27  3/8 1411

3  1/2 81 9  1/2 326 15  1/2 648 21  1/2 1019 27  1/2 1420

3  5/8 85 9  5/8 332 15  5/8 655 21  5/8 1027 27  5/8 1429

3  3/4 89 9  3/4 338 15  3/4 663 21  3/4 1035 27  3/4 1437

3  7/8 93 9  7/8 344 15  7/8 670 21  7/8 1043 27  7/8 1446

4 97 10 350 16 677 22 1051 28 1454

4  1/8 102 10  1/8 357 16  1/8 685 22  1/8 1059 28  1/8 1463

4  1/4 106 10  1/4 363 16  1/4 692 22  1/4 1068 28  1/4 1472

4  3/8 110 10  3/8 369 16  3/8 700 22  3/8 1076 28  3/8 1480

4  1/2 114 10  1/2 375 16  1/2 707 22  1/2 1084 28  1/2 1489

4  5/8 119 10  5/8 382 16  5/8 715 22  5/8 1092 28  5/8 1497

4  3/4 123 10  3/4 388 16  3/4 722 22  3/4 1100 28  3/4 1506

4  7/8 128 10  7/8 394 16  7/8 730 22  7/8 1109 28  7/8 1515

5 133 11 401 17 737 23 1117 29 1523

5  1/8 137 11  1/8 407 17  1/8 745 23  1/8 1125 29  1/8 1532

5  1/4 142 11  1/4 414 17  1/4 752 23  1/4 1133 29  1/4 1541

5  3/8 147 11  3/8 420 17  3/8 760 23  3/8 1142 29  3/8 1549

5  1/2 151 11  1/2 427 17  1/2 767 23  1/2 1150 29  1/2 1558

5  5/8 156 11  5/8 433 17  5/8 775 23  5/8 1158 29  5/8 1567

5  3/4 161 11  3/4 440 17  3/4 783 23  3/4 1166 29  3/4 1575

5  7/8 166 11  7/8 446 17  7/8 790 23  7/8 1175 29  7/8 1584

6 171 12 453 18 798 24 1183 30 1593
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 6'�4000 Double�Wall Compartment Tank Extension

3983 gals

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

30  1/8 1601 36  1/8 2023 42  1/8 2443 48  1/8 2850 54  1/8 3231

30  1/4 1610 36  1/4 2031 42  1/4 2451 48  1/4 2858 54  1/4 3239

30  3/8 1619 36  3/8 2040 42  3/8 2460 48  3/8 2867 54  3/8 3246

30  1/2 1628 36  1/2 2049 42  1/2 2469 48  1/2 2875 54  1/2 3254

30  5/8 1636 36  5/8 2058 42  5/8 2477 48  5/8 2883 54  5/8 3261

30  3/4 1645 36  3/4 2067 42  3/4 2486 48  3/4 2891 54  3/4 3269

30  7/8 1654 36  7/8 2075 42  7/8 2495 48  7/8 2899 54  7/8 3276

31 1662 37 2084 43 2503 49 2908 55 3284

31  1/8 1671 37  1/8 2093 43  1/8 2512 49  1/8 2916 55  1/8 3291

31  1/4 1680 37  1/4 2102 43  1/4 2520 49  1/4 2924 55  1/4 3299

31  3/8 1689 37  3/8 2111 43  3/8 2529 49  3/8 2932 55  3/8 3306

31  1/2 1697 37  1/2 2119 43  1/2 2538 49  1/2 2940 55  1/2 3313

31  5/8 1706 37  5/8 2128 43  5/8 2546 49  5/8 2948 55  5/8 3321

31  3/4 1715 37  3/4 2137 43  3/4 2555 49  3/4 2956 55  3/4 3328

31  7/8 1724 37  7/8 2146 43  7/8 2563 49  7/8 2965 55  7/8 3335

32 1732 38 2154 44 2572 50 2973 56 3342

32  1/8 1741 38  1/8 2163 44  1/8 2581 50  1/8 2981 56  1/8 3350

32  1/4 1750 38  1/4 2172 44  1/4 2589 50  1/4 2989 56  1/4 3357

32  3/8 1759 38  3/8 2181 44  3/8 2598 50  3/8 2997 56  3/8 3364

32  1/2 1767 38  1/2 2190 44  1/2 2606 50  1/2 3005 56  1/2 3371

32  5/8 1776 38  5/8 2198 44  5/8 2615 50  5/8 3013 56  5/8 3379

32  3/4 1785 38  3/4 2207 44  3/4 2623 50  3/4 3021 56  3/4 3386

32  7/8 1794 38  7/8 2216 44  7/8 2632 50  7/8 3029 56  7/8 3393

33 1803 39 2225 45 2640 51 3037 57 3400

33  1/8 1811 39  1/8 2233 45  1/8 2649 51  1/8 3045 57  1/8 3407

33  1/4 1820 39  1/4 2242 45  1/4 2657 51  1/4 3053 57  1/4 3414

33  3/8 1829 39  3/8 2251 45  3/8 2666 51  3/8 3061 57  3/8 3421

33  1/2 1838 39  1/2 2260 45  1/2 2674 51  1/2 3069 57  1/2 3428

33  5/8 1846 39  5/8 2269 45  5/8 2683 51  5/8 3077 57  5/8 3435

33  3/4 1855 39  3/4 2277 45  3/4 2691 51  3/4 3084 57  3/4 3442

33  7/8 1864 39  7/8 2286 45  7/8 2700 51  7/8 3092 57  7/8 3449

34 1873 40 2295 46 2708 52 3100 58 3456

34  1/8 1882 40  1/8 2303 46  1/8 2716 52  1/8 3108 58  1/8 3463

34  1/4 1890 40  1/4 2312 46  1/4 2725 52  1/4 3116 58  1/4 3470

34  3/8 1899 40  3/8 2321 46  3/8 2733 52  3/8 3124 58  3/8 3477

34  1/2 1908 40  1/2 2330 46  1/2 2742 52  1/2 3131 58  1/2 3483

34  5/8 1917 40  5/8 2338 46  5/8 2750 52  5/8 3139 58  5/8 3490

34  3/4 1926 40  3/4 2347 46  3/4 2759 52  3/4 3147 58  3/4 3497

34  7/8 1934 40  7/8 2356 46  7/8 2767 52  7/8 3155 58  7/8 3504

35 1943 41 2365 47 2775 53 3162 59 3510

35  1/8 1952 41  1/8 2373 47  1/8 2784 53  1/8 3170 59  1/8 3517

35  1/4 1961 41  1/4 2382 47  1/4 2792 53  1/4 3178 59  1/4 3524

35  3/8 1970 41  3/8 2391 47  3/8 2800 53  3/8 3186 59  3/8 3531

35  1/2 1978 41  1/2 2399 47  1/2 2809 53  1/2 3193 59  1/2 3537

35  5/8 1987 41  5/8 2408 47  5/8 2817 53  5/8 3201 59  5/8 3544

35  3/4 1996 41  3/4 2417 47  3/4 2825 53  3/4 3208 59  3/4 3550

35  7/8 2005 41  7/8 2425 47  7/8 2834 53  7/8 3216 59  7/8 3557

36 2014 42 2434 48 2842 54 3224 60 3563
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DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

60  1/8 3570 66  1/8 3842

60  1/4 3576 66  1/4 3846

60  3/8 3583 66  3/8 3851

60  1/2 3589 66  1/2 3855

60  5/8 3595 66  5/8 3860

60  3/4 3602 66  3/4 3864

60  7/8 3608 66  7/8 3869

61 3614 67 3873

61  1/8 3621 67  1/8 3878

61  1/4 3627 67  1/4 3882

61  3/8 3633 67  3/8 3886

61  1/2 3639 67  1/2 3890

61  5/8 3645 67  5/8 3894

61  3/4 3651 67  3/4 3898

61  7/8 3657 67  7/8 3902

62 3663 68 3906

62  1/8 3669 68  1/8 3910

62  1/4 3675 68  1/4 3914

62  3/8 3681 68  3/8 3918

62  1/2 3687 68  1/2 3921

62  5/8 3693 68  5/8 3925

62  3/4 3699 68  3/4 3928

62  7/8 3705 68  7/8 3932

63 3710 69 3935

63  1/8 3716 69  1/8 3938

63  1/4 3722 69  1/4 3942

63  3/8 3727 69  3/8 3945

63  1/2 3733 69  1/2 3948

63  5/8 3739 69  5/8 3951

63  3/4 3744 69  3/4 3954

63  7/8 3750 69  7/8 3957

64 3755 70 3959

64  1/8 3761 70  1/8 3962

64  1/4 3766 70  1/4 3964

64  3/8 3771 70  3/8 3967

64  1/2 3777 70  1/2 3969

64  5/8 3782 70  5/8 3971

64  3/4 3787 70  3/4 3973

64  7/8 3792 70  7/8 3975

65 3797 71 3977

65  1/8 3802 71  1/8 3979

65  1/4 3808 71  1/4 3980

65  3/8 3813 71  3/8 3981

65  1/2 3817 71  1/2 3982

65  5/8 3822 71  5/8 3983

65  3/4 3827

65  7/8 3832

66 3837

HOW TO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine
current inventory level. Using the proper methods when gauging your tank's
contents will insure the most accurate reading and insure that you do not
damage your tank. The following procedure should be followed whenever you
use a gauge stick to determine the amount of product that is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are not
recommended. This will insure that frequent tank gaugings or an accidental
dropping of the gauge stick into the tank will not damage the tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result in
gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from the
gauge stick.

Water Paste Detection:
To detect water in the tank bottom, water detection paste is available from
petroleum equipment distributors. See vendor below or suitable equal.

Gasoila Water Finding Paste
Federal Process Corp.
800684667325
www.gasoila.com

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and truck to
prevent the tank from being overfilled. Overfilling the tank under pressure
will damage the tank even if the tank vent is unrestricted.

Containment Solutions, Inc.
5150 Jefferson Chemical Road
Conroe, TX 77301
Tel: 409�756�7731
Fax: 409�756�7766
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