Containment Solutions’ Catwalk and Under Catwalk Lube Tanks are a great way to utilize more space in your vehicle service operation and quick lube facilities. These tanks are UL-142 listed and available in single-wall and double-wall designs.

A complete selection of Containment Solutions storage systems are available nationwide. Our experienced sales staff is ready to assist you in selecting the tank best suited to fit your needs, or to custom design a complete system for you.

**STANDARD FEATURES:**
- UL-142 Listed
- 3” extended lip on catwalk tank tops
- NPT fittings with PVC plugs
  - Single-wall - 5 (plus emergency vent opening)
- Lift Lugs (4 minimum)
- Skids for visual inspection
- Black corrosion resistant exterior coating

**OPTIONS:**
- Grating
- Steps
- Vents
- Level gauges
- Compartments available
- Additional fittings
- Custom sizes available
### CATWALK SINGLE-WALL UL-142

<table>
<thead>
<tr>
<th>Capacity (Gallons)</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>500</td>
<td>9' 1&quot;</td>
<td>2' 11&quot;</td>
<td>3' 1&quot;</td>
<td>1,385 LBS.</td>
</tr>
<tr>
<td>1,000</td>
<td>18' 1&quot;</td>
<td>2' 11&quot;</td>
<td>3' 1&quot;</td>
<td>1,685 LBS.</td>
</tr>
</tbody>
</table>

### CATWALK DOUBLE-WALL UL-142

<table>
<thead>
<tr>
<th>Capacity (Gallons)</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>500</td>
<td>9' 8&quot;</td>
<td>3' 1&quot;</td>
<td>3' 2&quot;</td>
<td>2,125 LBS.</td>
</tr>
<tr>
<td>1,000</td>
<td>19' 0&quot;</td>
<td>3' 3&quot;</td>
<td>3' 2&quot;</td>
<td>2,800 LBS.</td>
</tr>
</tbody>
</table>

#### Double-Wall Catwalk Tank

- A. 2" Spare
- B. 2" Mechanical Gauge
- C. 2" Fill
- D. Optional Grating
- E. 4" or 6" Primary Tank Emergency Vent
- F. 2" Primary Working Vent
- G. 2" Spare
- H. 4" or 6" Secondary Containment Emergency Vent
- I. 2" Secondary Working Vent
- J. 4 - ¾" Holes for Lifting

### UNDER CATWALK SINGLE-WALL UL-142

<table>
<thead>
<tr>
<th>Capacity (Gallons)</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>500</td>
<td>8' 3&quot;</td>
<td>2' 11&quot;</td>
<td>3' 1&quot;</td>
<td>1,200 LBS.</td>
</tr>
<tr>
<td>1,000</td>
<td>16' 5&quot;</td>
<td>2' 11&quot;</td>
<td>3' 1&quot;</td>
<td>1,475 LBS.</td>
</tr>
</tbody>
</table>

### UNDER CATWALK DOUBLE-WALL UL-142

<table>
<thead>
<tr>
<th>Capacity (Gallons)</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>500</td>
<td>8' 10&quot;</td>
<td>3' 1&quot;</td>
<td>3' 2&quot;</td>
<td>1,950 LBS.</td>
</tr>
<tr>
<td>1,000</td>
<td>17' 4&quot;</td>
<td>3' 3&quot;</td>
<td>3' 2&quot;</td>
<td>2,600 LBS.</td>
</tr>
</tbody>
</table>

#### Double-Wall Under Catwalk Tank

- A. 2" Spare
- B. 2" Mechanical Gauge
- C. 2" Fill
- D. 4" or 6" Primary Tank Emergency Vent
- E. 2" Primary Working Vent
- F. 2" Spare
- G. 4" or 6" Secondary Containment Emergency Vent
- H. 2" Secondary Working Vent
- I. 4 - ¾" Holes for Lifting